
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Easy to Care your home 
 

This Video Indoor Station is wall mount type can be easy 

to install in the home everywhere . 

It can preview the picture during call in by Video Door 

Phone . 

The Scenes and Security setting can be set with building 

RFID ,Temperature /Humidity / Light Sensors and IO 

modules .  

Stunning Video quality and excellent voice effect and fully 

compliant with SIP 2.0 (RFC3261) protocol provides the 

most reliable linking quality for Video Phone function. 

  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

�  5 Inches TFT LCD Display 

�  DI/DO modules 

�  Scenes Control 

�  Home Security setting  

�  Security Area Enable/Disable with 

RFID Key  

�  Temperature ,Humidity ,Light Sensors  

�  Video phone SIP2.0  

�  Speakerphone 

 
Networks: 

�  10/100 Ethernet LAN Port 
�  PoE  

 

Phone / Call Features: 
�  Hands Free Speakerphone 
�  Hand Set (Optional) 
�  Caller ID / User Name 
�  Door Phone Call in Preview 

 

Video Features: 
�  Built-in VGA CMOS Camera 
�  F2.0 / 4 Pieces Glass Lens 
�  Full Duplex H.263 and MPEG-4 

Video Codecs  
�  Video Streaming at CIF 

(352x288), QCIF (176x144) 
�  Resolution up to 30 

Frame-Per-Second 
�  Audio/Video Synchronization 
�  Adaptive Jitter Buffer 
�  Bandwidth Control 

Management 
�  Picture-In-Picture 
�  AWB (Auto-White-Balance) and 

AE (Auto-Exposure) 
�  Manual White Balance 

Adjustments 
�  Video Input and Output Ports 

 
Audio Features: 

�  Full Duplex G.711and G.729a/b 
Audio Codecs 

�  AEC (Acoustic-Echo- 
Cancellation) 

�  Automatic Gain Control 
�  Adaptive Jitter Buffer 
�  Voice Activity Detection 
�  Comfort Noise Generation 
�  Silence Suppression 
�  Bandwidth Control Management 
�  Built-in Microphone and Speaker 
�  Audio Input and Output Ports 

 
Protocols: 

TCP/IP, UDP, HTTP, ICMP, DHCP, 

PPPoE, DNS, NTP, FTP, SIP, RTP, 

RTCP 

 
Management: 

�  Web Management Interface 
�  Auto Provisioning 
 

Ergonomic Design: 
�  5” TFT LCD Display 
�  Lens Cover 
�  Handset and Cradle (Optional) 
�  Navigation Keys 
�  Soft-Function and Hot Keys 

 
Applications: 

�  Home Security 
�  Multiple Sensors connection 
�  Alarm to Local and Remote 

side 
�  Scenes control 
�  Video call  
�  Visitors picture record  
�  Screen Saver 
�  Multi- Language  
 

I/O Connectors: 
�  Ethernet RJ45 Connector 
�  Handset Jack 
�  Isolator DI x8 
�  Isolator DOx8 
�  RS485  

 

Power Supply: 
Building Switching Power Adapter 
110V ~ 240V, 50/60Hz  

 

AmRoad Technology, Inc. 
18F-3, No.150, Chien I Road, Chung Ho City, Taipei Hsien, Taiwan, R.O.C. 

Tel: +886-2-8226-5686   �    Fax: +886-2-8226-5687   �    E-mail: sales@amroad.com.tw 



 

 

 

 

 

 

 

 

 

 

 

 

 

Model Name   Description Remark 

ID5101 

 

� (1)Indoor Phone (2)CMOS 

Sensor (3)5” LCD Panel (4)Lan 

Port (5)AC connector (6)DIx8 

/DOx8 (7)RS485 (8)RFID (9) 

Housing color “White”  

With Hand Set 
RFID ,I/O 
Scenes 
Control and 
RFID 

ID5102 

 

� (1)Indoor Phone (2)CMOS 

Sensor (3)5” LCD Panel (4)Lan 

Port (5)AC connector (6)DIx8 

/DOx8 (7)RS485 (8) Housing 

color “White” 

w/o  

Handset and 

I/O Scenes 

Control and 

RFID 

 


